
1
������������������������������������
��������	�	����������
������������������������� ������ ����������������������������������������
��������

122 I P
  

two component damp g  
paste compound
D damp® DC30 s a two-component polyurethane 
based d aste, w ch works best n a constra ned 

scoelas c dam ropert s result n substant al 
reduct ons n structure-rad ated a rborne sound.

Structur ra by eng s c
f converted t rbor e, often r
exc v v rt of the structure. By 

 t’s c   proper s, D  DC30 

structure.

D to a metal or plas c counter 
plat n bonded to the surface that needs to 
be treated. Dur cur ng w nd to both the counter 
plate and surface substrate, creat ng an excellent d ng 

m.

It corr r ant, h hly th xotr c and s used on 
hor zontal and ver cal surfaces thout sl ng.

SPECIFICATIONS

Colour Brown t e

Ava lable

A n 11 kg pack cons st ng of  
Part A and Part B

Part A 10 kg

Part B 1 kg

• 

• Reduces the spread of at on throughout the structure

• Improv ter evels

• H overage rate r

• Ex even to steel
te substrates

• 

• for outdoor exposure

• 

• Broad temperature range

• Low-w

• Cur r k k

• Low odour

features

• Mar ne: hulls, deck and bulkheads to reduce v br n no se and 
structure borne no e

• Propeller and bow thruster area

• Floors - to reduce ct n se

• Heavy construc on ndustr es such as earthmov g equ pment

• Portable generator and pump un s

• Transport: automot ve and ra l dustry

DEC IDAMP ® DC30
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PRODUCT SPECIFICATIONS

Product name
P ze

(kg)
M

T k
compound

D Part A 10 - -

D Part B 1.0 - -

D xed - 10:1 1 mm

APPLICATION PROPERTIES

Mater Colour
D ty
(g/cm )

V ty

PM)

R
temperature range

(°C)

P fe
at 25 °C

Full cure
at 25 °C

Counter plate

D
brown to 

1.3 2,250 Pa.s 10 to 35 °C*
20 to 30

tes*
24 hrs

1/3 of substrate 
kness

*Based on cure of bulk mat kg

MATERIAL PROPERTIES

Test method Property Report no. Results

IMO FTP Annex 1 Part 5
327544

C for bulkheads, walls
IMO FTP Annex 2 Smoke and to ty

MED B
Mar E rec ve

164.112/1121/MEDB0000413

MED D
for Mar E rec ve

MEDD000015N

Results wer t counter plates.

ACOUSTIC PROPERTIES

System Loss Factor  
(ISO 6721-3)

Decay Rate
(Based on ISO 7626-5)

Substrate mater
kness

1.9 mm steel
Substrate mater

kness
5 mm steel

C ayer 
mater kness

0.5 mm steel
C ayer mater

kness
1.5 mm steel, 13% perf

D ® DC30 
kness

0.5 mm
D ® DC30  

kness 
1.5 mm

System loss factor 
(23 °C)

0.11 at 200 Hz

Decay rate – substrate only 
(23 °C) 

6 dB/second

Decay rat
ayer (23 °C)

700 dB/second

Test Report Number: 20214AR


